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The secret of our 
success lies in 
differentiation...

Yıldız Group with its vast know-how, strong corporate culture, 
advanced technical infrastructure, management competencies, 
expanded year by year portfolio and developed business 
partnerships, the Company continues to be a preferred business 
partner worldwide by carrying its leading position in the national 
market to the global arena.

The secret of our success lies in differentiation:
In the LED Lighting sector our company stands out with its 
modern corporate management approach, strong financial 
structure, and the modern machinery range; It is considered 
as a strong and prior business partner which is followed with 
appreciation in international business circles.

Our strongest sides:
Our professional management team and human resources, 
our brand-new and most advanced machinery park, our solid 
financial structure, our ability to use the latest information.
Technologies and building techniques, our business approach 
based on correct, transparent and ethical global standards, 
quality-environment-security human and nature sensitive policies.
Yıldız Group’s accelerated growth not only provides us with 
the energy we need but also constitutes the guarantee of our 
sustainable corporate presence.

We continue to work for a more livable world:
As a profitable and productive company, we are working hard to 
build a better future.
As Yıldız Group family, we are guided by our corporate values in 
order to reach our goals. As long as we increase the customer 
satisfaction and the trust of our business partners, we are 
confident that we will achieve higher goals.

Chairman of the Board 
Doğan YILDIZ
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Exclusive lighting fixtures for outdoor 
and indoor use...
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Yıldız Construction 
Company was 
Established

Yıldız Furniture 
Company was 
Established

YILDIZ LED 
Lighting Factory 
was Established

Yıldız Pole
 was Established

First Company 
in Turkey to 
install Smart 

Lighting Project

Becoming distributor 
of Teka, Baymak, 

Ege Seramik, Markel 
Weber, Dupont

First International 
Project was 
completed

Brick Factory was 
Established

New LED Lighting 
Factory was 
Established

Office Opened in 
Kyrgyzstan

Milestone

First Investment 
in Smart City 
Lighting was 

Made

First Solar Energy Lighting 
Project is completed with the 
support of European Union

First Public Park 
Project with 

Smart Lighting

New Head Office 
and Showroom 
were opened
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Our professional LED lights incorporate the best 
possible optic technology, with contemporary 

design to create an indoor or outdoor light that 
inspires and captures emotion.

T E C H N O L O G Y

F E A T U R E
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innovative Lighting

While focusing on improving our product 
range with updated R&D activities as a 
creative face of international competition in 
the LED lighting market, we are producing 
new and improved product prototypes with 
our product development team. 

Through our product development 
department, we have the capacity of 
producing versatile and high-quality solutions 
based on market demands and compete 
with the goods we sell on the global market.

Well educated, young and diverse 
group of engineers are committed 
to delivering creative, high-quality 

products and added value for 
our customers by improving 

environmentally sensitive technology 
and sustainable processes. 

Yıldız LED’s lighting systems are completely 
based on smart luminaires and it is giving us a 
remarkable advantage in the market... 

c r e a t i v e
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We are approaching our goal of establishing an integrated 
facility by constantly improving and increasing the quality and 
pace of our production with our machinery parkour and with 
our qualified production staff. Our production line consists of 
mechanical production, electronic development, sorting system, 
and planning department.madecustom

Welding
Spot, Gas-arc and aluminium welding technologies.

Press Brake
Bend of metal sheets based on technical drawings. Metal 
cutting, bending and plastering of metal materials are rendered 
in the press department.
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Electrostatic Powder Coating Plant
Painting of metal parts of any design 
with electrostatic powder coating. It is 
applied with polyester based UV paint to 
indoor and outdoor use metarials.

Coating Quality Control Process 
Thickness of the coat and scratch check 
controls are made with professional 
equipment.

CNC 
A precise machining is performed by laser on metals or plastics.

Tube CNC Laser Cutting 
Production of decorative poles completed with fabulous 
designs.
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Quality Control
The aim of Yıldız LED is to produce safe, environmentally 
friendly and economical goods. The management systems 
established in conjunction with this goal are in compliance 
with ISO 9001, ISO 10002, ISO 14001, ISO45001, 
ISO50001, OHSAS 18001 standards.

Our products have the following standards; 

EN, CE, TSE, EAC, IECEE.

DURABLE

SUSTAINABLE
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PRODUCT 
INDEX
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INDOOR LUMINAIRES
DOWNLIGHT
Recessed

Rail Spot

PANEL
Recessed

PENDANT
Pendant

LINEAR
Surface

COVE LIGHTING
Cove LightingRecessed

Surface

Surface

ARES 034

CORTE 064

ASCELLA 042

NUNKI 072

THABIT 098 AVIOR 100KOBE 096

CAPRA SERIES 080 PROGYO SERIES 082

CANOPUS 044

LED BAR 120

FLARE 058

CASTOR LINE 108

ACRUX 036

ERRAI 066

RIGEL SERIES 078

ALGOL 048

STRIP LIGHT 122

ANTARES 060

ERA 110 SAIPH 114

ALPHARD 038

IZAR 068

CASTOR SERIES 086

DENEP 040

KURSA 070

CIRCULAR 102

RASTABAN 050 SARGAS 052 REGULUS 054

PILLAR 094

ALNILAM 046

SEGIN 092

Did you know that?
3 February 1879

The first electric street lights in the world were 
installed in Mosley Street, Newcastle upon Tyne, 
in England this being on 3 February 1879. Second 
in the world, and first in the United States, were in 
Cleveland, Ohio, on 29 April 1879.
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Landscape & Decorative Poles

Smart City

NESO 248 JANUS 250

ELBA 316

SPICA 256 VELA 260 ZOSMA 266

GLOAS 319 HUNOR 319 SMARTIE 322

GRUS 252

FELIS 318

URSA 254

PLEIDAS 258 SERPENS 264PICTOR 262

PERSEUS 276 OCTANS 278 PHONEIX 282GEMINI 270 DELPHINUS 274

AURIGA 290

DIYA 317

CHAMAELEON 280

CRUX 296HYDRA 284

DORADO 272

PRUVA 288

CORVUS 268

DENEBOLA 286 CAELUM 294 BOOTES 298

ALIOTH 302 CITALA 306 DALIM 308 DIWO 310

Facade Lighting

High-Mast Lighting

INTELLIGENT LIGHTING
Green Lighting

MERGA 242 YONAKOB 244

NEON LED 304

OUTDOOR LUMINAIRES
TECHNICAL
Street Lighting

ARCHITECTURAL
Uplighting / In-Ground

Floodlighting Industrial Lighting

Pool Lighting Aplique / Surface MountedUplighting

Aplique / Recessed

Landscape / Bollard

ELA L 132ELA M 130

PUPPIS 168

EVA SERIES 136

SPIKE 178 HALOS 184

TUCANA 170 TUCANA 2 172

NU  180

ERIS SERIES 142

TAURUS 174

TEGMEN 186

DRACO 198 REGOR 200LAMBDA 196

ARTLIA 190 ARA 192

LEO 202 IVAR 210CETUS 208

ELECTRA 226MENSA 212 ENIF 220GIRTAB 216

RANA 230

DELTA 194

LYRA 204

ELNATH 228

MISAM 222 TUREIS 224

GRASSIAS 234

HEKA 218

SKAT 232

LUPUS SERIES 156 CARINA SERIES 158 SIRIUS SERIES 160

ETA SERIES 162 POLLUX 164

VEGA 238PORRIMA 236 TRUST 240
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INDOOR
LUMINAIRES

30 31www.yildiz-led.com.tr



DOWNLIGHT
Offers Lighting solutions that meet professional 
requirements with various power and optical 
options. Contributing to aesthetics of internal 
decoration of any building.
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Recessed 
Series
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DOWNLIGHT
Recessed Series

Ares

 

L

H

 

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-1 8 840 3000K / 4000K / 6500K Min. 80

YL-SPT-2 10,5 1103 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-SPT-1 142 142 54 170

YL-SPT-2 195 195 54 250

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Plastic

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor

36 37www.yildiz-led.com.tr



DOWNLIGHT
Recessed Series

Acrux

 

L

H

 
W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-3-5 5 625 3000K / 4000K / 6500K Min. 80

YL-SPT-3-6 6 750 3000K / 4000K / 6500K Min. 80

YL-SPT-3-8 8 1000 3000K / 4000K / 6500K Min. 80

YL-SPT-3-12 12 1500 3000K / 4000K / 6500K Min. 80

YL-SPT-3-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-SPT-3-25 25 3125 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-3-5 80 80 70 150 70

YL-SPT-3-6 108 108 70 280 90

YL-SPT-3-8 120 120 55 300 105

YL-SPT-3-12 150 150 58 360 130

YL-SPT-3-20 200 200 58 470 180

YL-SPT-3-25 240 240 58 660 210

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Recessed Series

Alphard

 

L

H

 

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-4-6 6 750 3000K / 4000K / 6500K Min. 80

YL-SPT-4-8 8 1000 3000K / 4000K / 6500K Min. 80

YL-SPT-4-12 12 1500 3000K / 4000K / 6500K Min. 80

YL-SPT-4-16 16 2000 3000K / 4000K / 6500K Min. 80

YL-SPT-4-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-SPT-4-25 25 3125 3000K / 4000K / 6500K Min. 80

YL-SPT-4-12D 12 1500 3000K / 4000K / 6500K Min. 80

YL-SPT-4-16D 16 2000 3000K / 4000K / 6500K Min. 80

YL-SPT-4-24D 24 3000 3000K / 4000K / 6500K Min. 80

YL-SPT-4-32D 32 4000 3000K / 4000K / 6500K Min. 80

YL-SPT-4-40D 40 5000 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-4-6 97 97 55 260 85

YL-SPT-4-8 117 117 48 320 105

YL-SPT-4-12 147 147 54 430 130

YL-SPT-4-16 175 175 58 520 160

YL-SPT-4-20 192 192 55 620 175

YL-SPT-4-25 227 227 58 880 210

YL-SPT-4-12D 194 97 55 680 2*85

YL-SPT-4-16D 234 117 48 750 2*105

YL-SPT-4-24D 294 147 54 1100 2*130

YL-SPT-4-32D 350 175 58 1350 2*160

YL-SPT-4-40D 384 192 55 1500 2*175

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Recessed Series

Denep

 

L

H

W
 

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-5-6 6 750 3000K / 4000K / 6500K Min. 80

YL-SPT-5-9 9 1125 3000K / 4000K / 6500K Min. 80

YL-SPT-5-12 12 1500 3000K / 4000K / 6500K Min. 80

YL-SPT-5-18 18 2250 3000K / 4000K / 6500K Min. 80

YL-SPT-5-25 25 3125 3000K / 4000K / 6500K Min. 80

YL-SPT-5-12D 12 1500 3000K / 4000K / 6500K Min. 80

YL-SPT-5-18D 18 2250 3000K / 4000K / 6500K Min. 80

YL-SPT-5-24D 24 3000 3000K / 4000K / 6500K Min. 80

YL-SPT-5-36D 36 4500 3000K / 4000K / 6500K Min. 80

YL-SPT-5-50D 50 6250 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-5-6 80 80 70 150 70

YL-SPT-5-9 108 108 70 280 90

YL-SPT-5-12 120 120 55 300 105

YL-SPT-5-18 150 150 58 360 130

YL-SPT-5-25 200 200 58 470 180

YL-SPT-5-12D 194 97 70 720 2*85

YL-SPT-5-18D 234 117 70 780 2*105

YL-SPT-5-24D 294 147 75 990 2*130

YL-SPT-5-36D 350 175 85 1300 2*160

YL-SPT-5-50D 384 192 85 1450 2*175

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Cree, Citizen

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Recessed Series

Ascella

L

W

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-6-4 6 750 3000K / 4000K / 6500K Min. 80

YL-SPT-6-6 6 750 3000K / 4000K / 6500K Min. 80

YL-SPT-6-8 8 1000 3000K / 4000K / 6500K Min. 80

YL-SPT-6-12 12 1500 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-6-4 97 97 60 250 85

YL-SPT-6-6 117 117 48 300 105

YL-SPT-6-8 147 147 55 400 130

YL-SPT-6-12 175 175 55 500 160

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Recessed Series

lighting

EXPERIENCE

Canopus

 

L

H

W
 

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-7-9 9 1125 3000K / 4000K / 6500K Min. 80

YL-SPT-7-12 12 1500 3000K / 4000K / 6500K Min. 80

YL-SPT-7-18 18 2250 3000K / 4000K / 6500K Min. 80

YL-SPT-7-25 25 3125 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-7-9 194 97 55 260 85

YL-SPT-7-12 234 117 48 320 105

YL-SPT-7-18 294 147 54 430 130

YL-SPT-7-25 384 192 55 620 175

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Cree, Citizen

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Recessed Series

Alnilam

W

L

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-8-6 6 750 3000K / 4000K / 6500K Min. 80

YL-SPT-8-8 8 1000 3000K / 4000K / 6500K Min. 80

YL-SPT-8-12 12 1500 3000K / 4000K / 6500K Min. 80

YL-SPT-8-16 16 2000 3000K / 4000K / 6500K Min. 80

YL-SPT-8-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-SPT-8-25 25 3125 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-8-6 97 97 55 370 85

YL-SPT-8-8 117 117 48 420 105

YL-SPT-8-12 147 147 54 580 130

YL-SPT-8-16 175 175 58 720 160

YL-SPT-8-20 192 192 55 860 175

YL-SPT-8-25 227 227 58 1200 210

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Recessed Series

Algol

W

L

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-9-4 6 750 3000K / 4000K / 6500K Min. 80

YL-SPT-9-6 6 750 3000K / 4000K / 6500K Min. 80

YL-SPT-9-8 8 1000 3000K / 4000K / 6500K Min. 80

YL-SPT-9-12 12 1500 3000K / 4000K / 6500K Min. 80

YL-SPT-9-15 16 2000 3000K / 4000K / 6500K Min. 80

YL-SPT-9-25 25 3125 3000K / 4000K / 6500K Min. 80

YL-SPT-9-12D 12 1500 3000K / 4000K / 6500K Min. 80

YL-SPT-9-16D 16 2000 3000K / 4000K / 6500K Min. 80

YL-SPT-9-24 24 3000 3000K / 4000K / 6500K Min. 80

YL-SPT-9-32 32 4000 3000K / 4000K / 6500K Min. 80

YL-SPT-9-40 40 5000 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-9-4 97 97 70 380 85

YL-SPT-9-6 117 117 70 400 105

YL-SPT-9-8 147 147 75 520 130

YL-SPT-9-12 175 175 85 670 160

YL-SPT-9-15 192 192 85 770 175

YL-SPT-9-25 227 227 85 1000 210

YL-SPT-9-12D 194 97 70 750 2*85

YL-SPT-9-16D 234 117 70 800 2*105

YL-SPT-9-24 294 147 75 1040 2*130

YL-SPT-9-32 350 175 75 1340 2*160

YL-SPT-9-40 384 192 75 1540 2*175

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Recessed Series

Rastaban

W

L

H

QUALITY

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-10-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-SPT-10-40 40 5000 3000K / 4000K / 6500K Min. 80

YL-SPT-10-60 60 7500 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-10-20 195 195 100 1310 165*165

YL-SPT-10-40 350 195 100 1910 165*320

YL-SPT-10-60 520 195 100 2820 165*485

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Recessed Series

Sargas

L

W

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-11 10 1250 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-11 120 120 43 600 165*485

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Lens

Led Options Osram, Seul, Samsung

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Recessed Series

Regulus

W

L

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SPT-12 10 1250 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

YL-SPT-12 120 120 43 300 165*485

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Cree

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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Surface 
Series
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Flare

DOWNLIGHT
Surface Series

 

L

H

W  

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-RSA-20 17 2125 3000K / 4000K / 6500K Min. 80

YL-RSA-23-6 6 750 3000K / 4000K / 6500K Min. 80

YL-RSA-23-8 8 1000 3000K / 4000K / 6500K Min. 80

YL-RSA-23-12 12 1500 3000K / 4000K / 6500K Min. 80

YL-RSA-23-16 16 2000 3000K / 4000K / 6500K Min. 80

YL-RSA-23-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-RSA-23-25 25 3125 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-RSA-20 465 465 85 1250

YL-RSA-23-6 100 100 85 480

YL-RSA-23-8 120 120 85 560

YL-RSA-23-12 150 150 85 680

YL-RSA-23-16 180 180 85 750

YL-RSA-23-20 200 200 85 900

YL-RSA-23-25 230 230 85 1050

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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DOWNLIGHT
Surface Series

Antares

 

L

H

W
 

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

LP-RSA-12 12 1500 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-RSA-12 465 465 85 680

IP40 IP54 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum and Plastic Injection

Optics PMMA Diffuser

Led Options Osram, Seul, Cree

Class I

Ingress Protection IP40 - IP54

Optional Dimmer, DALI, Emergency Kit, 
Seperately Mounted Sensor
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Rail Spot 
Series
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DOWNLIGHT
Rail Spot Series

Corte

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-RSPT-1-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-RSPT-1-30 30 3750 3000K / 4000K / 6500K Min. 80

YL-RSPT-1-40 40 5000 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-RSPT-1-20 125 125 210 1450

YL-RSPT-1-30 125 125 210 1450

YL-RSPT-1-40 125 125 210 1450

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Cree, Citizen

Class I

Ingress Protection IP40

Optional Dimmer, DALI

360° 90°

L

W

H
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Errai

DOWNLIGHT
Rail Spot Series

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-RSPT-2-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-RSPT-2-30 30 3750 3000K / 4000K / 6500K Min. 80

YL-RSPT-2-40 40 5000 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-RSPT-2-20 125 125 210 1450

YL-RSPT-2-30 125 125 210 1450

YL-RSPT-2-40 125 125 210 1450

360° 90°

L

W

H

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Cree, Citizen

Class I

Ingress Protection IP40

Optional Dimmer, DALI

68 69www.yildiz-led.com.tr



Izar

DOWNLIGHT
Rail Spot Series

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-RSPT-3-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-RSPT-3-30 30 3750 3000K / 4000K / 6500K Min. 80

YL-RSPT-3-40 40 5000 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-RSPT-3-20 125 125 140 1400

YL-RSPT-3-30 125 125 140 1400

YL-RSPT-3-40 125 125 140 1400

360° 90°

L

W

H

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Cree, Citizen

Class I

Ingress Protection IP40

Optional Dimmer, DALI
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Kursa

DOWNLIGHT
Rail Spot Series

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-RSPT-4-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-RSPT-4-30 30 3750 3000K / 4000K / 6500K Min. 80

YL-RSPT-4-40 40 5000 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-RSPT-4-20 110 110 110 850

YL-RSPT-4-30 110 110 110 850

YL-RSPT-4-40 110 110 110 850

360° 90°

L

W

H

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Cree, Citizen

Class I

Ingress Protection IP40

Optional Dimmer, DALI
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Nunki

DOWNLIGHT
Rail Spot Series

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-RSPT-5-20 20 2500 3000K / 4000K / 6500K Min. 80

YL-RSPT-5-30 30 3750 3000K / 4000K / 6500K Min. 80

YL-RSPT-5-40 40 5000 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-RSPT-5-20 90 90 125 1260

YL-RSPT-5-30 90 90 125 1260

YL-RSPT-5-40 90 90 125 1260

360° 90°

L

W

H

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Cree, Citizen

Class I

Ingress Protection IP40

Optional Dimmer, DALI
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PANEL
Provides effective energy use and long-lasting 
lighting solutions with a micro prismatic diffuser 
structure with a unified glared rating. Also, it offers 
a high degree of protection with a tempered glass 
structure and low electromagnetic oscillation, 
perfect Lighting solutions for operating rooms and 
laboratories.
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Recessed 
Series
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DOWNLIGHT
Panel / Recessed Series

Rigel Series

L

W

 H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

LP-17WSA3030 17 2125 3000K / 4000K / 6500K Min. 80

LP-17WSA3060 17 2125 3000K / 4000K / 6500K Min. 80

LP-35WSA30120 35 4375 3000K / 4000K / 6500K Min. 80

LP-35WSA6060 35 4375 3000K / 4000K / 6500K Min. 80

LP-35WSA60120 70 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

LP-17WSA3030 292 292 60 1500

LP-17WSA3060 292 592 60 3000

LP-35WSA30120 292 1192 60 4500

LP-35WSA6060 592 592 60 4500

LP-35WSA60120 592 1192 60 8000

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Sheet Metal

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, Sensor
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Capra Series

L

W

H

DOWNLIGHT
Panel / Recessed Series

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

LP-5WA1515 5 625 3000K / 4000K / 6500K Min. 80

LP-15WA1560 15 1875 3000K / 4000K / 6500K Min. 80

LP-17WA3030 17 2125 3000K / 4000K / 6500K Min. 80

LP-17WA3060 17 2500 3000K / 4000K / 6500K Min. 80

LP-30WA15120 30 3750 3000K / 4000K / 6500K Min. 80

LP-35WA30120 35 4375 3000K / 4000K / 6500K Min. 80

LP-35WA6060 35 4375 3000K / 4000K / 6500K Min. 80

LP-70WA60120 70 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr) Cut Out

LP-5WA1515 150 150 60 750 130*130

LP-15WA1560 150 600 60 2000 130*580

LP-17WA3030 300 300 60 1500 280*280

LP-17WA3060 300 600 60 3000 280*580

LP-30WA15120 150 1200 60 3500 130*1180

LP-35WA30120 300 1200 60 4500 280*1180

LP-35WA6060 600 600 60 4500 580*580

LP-70WA60120 600 1200 60 8000 580*1180

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Sheet Metal

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, Sensor
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U

A
LI

T
YProgyo Series

L

W

H

DOWNLIGHT
Panel / Recessed Series

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

LP-17WC3030 17 2125 3000K / 4000K / 6500K Min. 80

LP-17WC3060 17 2500 3000K / 4000K / 6500K Min. 80

LP-35WC30120 35 4375 3000K / 4000K / 6500K Min. 80

LP-35WC6060 35 4375 3000K / 4000K / 6500K Min. 80

LP-70WC60120 70 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

LP-17WC3030 300 300 60 1500

LP-17WC3060 300 600 60 3000

LP-35WC30120 300 1200 60 4500

LP-35WC6060 600 600 60 4500

LP-70WC60120 600 1200 60 8000

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Sheet Metal

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, Sensor
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Surface 
Series
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Castor Series

L

W

H

DOWNLIGHT
Panel / Surface Series

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

LP-5WSU1515 5 625 3000K / 4000K / 6500K Min. 80

LP-15WSU1560 15 1875 3000K / 4000K / 6500K Min. 80

LP-17WSU3030 17 2125 3000K / 4000K / 6500K Min. 80

LP-17WSU3060 17 2500 3000K / 4000K / 6500K Min. 80

LP-30WSU15120 30 3750 3000K / 4000K / 6500K Min. 80

LP-35WSU30120 35 4375 3000K / 4000K / 6500K Min. 80

LP-35WSU6060 35 4375 3000K / 4000K / 6500K Min. 80

LP-70WSU60120 70 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

LP-5WSU1515 150 150 60 750

LP-15WSU1560 150 600 60 2000

LP-17WSU3030 300 300 60 1500

LP-17WSU3060 300 600 60 3000

LP-30WSU15120 150 1200 60 3500

LP-35WSU30120 300 1200 60 4500

LP-35WSU6060 600 600 60 4500

LP-70WSU60120 600 1200 60 8000

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Sheet Metal

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, Sensor
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PENDANT
Thanks to its versatile structure, it provides 
aesthetic and technical solutions in harmony with 
the architectural nature of any building.
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Pendant 
Series

92 93www.yildiz-led.com.tr



DOWNLIGHT
Pendant Series

Segin

W

L

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SKT-1 20 2400 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-SKT-1 200 200 90 4000

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Sheet Metal

Optics PMMA Lens

Led Options Osram, Philips

Class I

Ingress Protection IP40

Optional Dimmer, DALI, Emergency Kit, Sensor
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DOWNLIGHT
Pendant Series

Pillar

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SKT-056 17 2040 3000K / 4000K / 6500K Min. 80

YL-SKT-112 35 4200 3000K / 4000K / 6500K Min. 80

YL-SKT-168 51 6600 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-SKT-056 600 55 75 1200

YL-SKT-112 1200 55 75 2450

YL-SKT-168 1500 55 75 3750

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40

Optional Dimmer, DALI, Emergency Kit, Sensor
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DOWNLIGHT
Pendant Series

Kobe

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SKT-4-80 80 8000 3000K / 4000K / 6500K Min. 80

YL-SKT-4-96 96 9600 3000K / 4000K / 6500K Min. 80

YL-SKT-4-128 128 12800 3000K / 4000K / 6500K Min. 80

YL-SKT-4-192 192 19200 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-SKT-4-80 700 700 70 5500

YL-SKT-4-96 850 850 70 8500

YL-SKT-4-128 1250 1250 70 10500

YL-SKT-4-192 1700 1700 70 12500

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40

Optional Dimmer, DALI, Emergency Kit, Sensor

W

L

H
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DOWNLIGHT
Pendant Series

Thabit

H

L

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SKT-2-35 35 4200 3000K / 4000K / 6500K Min. 80

YL-SKT-2-45 45 5400 3000K / 4000K / 6500K Min. 80

YL-SKT-2-50 50 6000 3000K / 4000K / 6500K Min. 80

YL-SKT-2-65 65 7800 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-SKT-2-35 1200 600 80 1440

YL-SKT-2-45 1500 750 80 1800

YL-SKT-2-50 1800 900 80 2160

YL-SKT-2-65 2000 1000 80 2400

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40

Optional Dimmer, DALI, Emergency Kit, Sensor
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DOWNLIGHT
Pendant Series

Avior

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SKT-3-25 25 2500 3000K / 4000K / 6500K Min. 80

YL-SKT-3-35 35 3500 3000K / 4000K / 6500K Min. 80

YL-SKT-3-90 90 9000 3000K / 4000K / 6500K Min. 80

YL-SKT-3-100 100 10000 3000K / 4000K / 6500K Min. 80

YL-SKT-3-120 120 12000 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-SKT-3-25 300 300 80 1440

YL-SKT-3-35 400 400 80 1800

YL-SKT-3-90 600 600 80 2160

YL-SKT-3-100 800 800 80 2400

YL-SKT-3-120 1000 1000 80 3000

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40

Optional Dimmer, DALI, Emergency Kit, Sensor

W

L

H
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DOWNLIGHT
Pendant Series

Circular

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-STY-01 35 4200 3000K / 4000K / 6500K Min. 80

YL-STY-02 45 5400 3000K / 4000K / 6500K Min. 80

YL-STY-03 65 7800 3000K / 4000K / 6500K Min. 80

YL-STY-04 75 9000 3000K / 4000K / 6500K Min. 80

YL-STY-05 85 10200 3000K / 4000K / 6500K Min. 80

YL-STY-06 120 14400 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-STY-01 500 500 100 750

YL-STY-02 600 600 100 2000

YL-STY-03 800 800 100 3500

YL-STY-04 1000 1000 100 1500

YL-STY-05 1200 1200 100 4500

YL-STY-06 1500 1500 100 3000

IP40 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP40

Optional Dimmer, DALI, Emergency Kit, Sensor
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LINEAR
Delivers aesthetic and flexible lighting solutions 
with variable dimensions.
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Surface
Series
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Castor Line

LINEAR
Surface Series

L

H

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

LL-15W6012 17 1700 3000K / 4000K / 6500K Min. 80

LL-30W12012 35 3500 3000K / 4000K / 6500K Min. 80

LL-15W15012 45 4500 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

LL-15W6012 600 120 60 1500

LL-30W12012 1200 120 60 2500

LL-15W15012 1500 120 60 4500

Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Cree

Class I

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, Sensor

IP40 IP65 IK08
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LW

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-AYN-50 17 2040 3000K / 4000K / 6500K Min. 80

YL-AYN-100 35 4200 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-AYN-50 500 44 44 350

YL-AYN-100 1000 44 44 700

Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Cree

Class I

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, Sensor

IP40 IP65 IK08

LINEAR
Surface Series
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Recessed
Series
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Saiph

W

H

L

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-RL-1 15W/m 1800lm/m 3000K / 4000K / 6500K Min. 80

YL-RL-2 25W/m 3000lm/m 3000K / 4000K / 6500K Min. 80

YL-RL-3 35W/m 4200lm/m 3000K / 4000K / 6500K Min. 80

YL-RL-4 45W/m 5400lm/m 3000K / 4000K / 6500K Min. 80

YL-RL-5 55 - 75W/m 6600 - 9000lm/m 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

YL-RL-1 Optional 55 40 680

YL-RL-2 Optional 75 40 750

YL-RL-3 Optional 110 75 1100

YL-RL-4 Optional 82 65 1350

YL-RL-5 Optional 70 70 1500

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Cree

Class I

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, Sensor

LINEAR
Recessed Series
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COVE LIGHTING
Presents fabulous Lighting solutions with a latent 
decoration style.
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Cove Lighting
Series
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H

LED Bar

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

LED BAR 14,4 - 21,6 100lm/w 3000K / 4000K / 6500K Min. 80

LED BAR PRO 14,4 - 21,6 100lm/w 3000K / 4000K / 6500K Min. 80

Product Code / Dimension (mm) L W H Weight (gr)

LED BAR 1000 12 18 350

LED BAR PRO 1000 20 20 350

IP40 IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seul, Samsung

Class II

Ingress Protection IP40 - IP65

Optional Dimmer, DALI, Emergency Kit, Sensor

COVE LIGHTING
Cove Lighting Series
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Nominal Voltage 220-240 VAC

Led Options Osram, Seul, Cree

Class II

Ingress Protection IP20 - IP40 - IP54 - IP65 - IP67

Optional Dimmer, DALI, Emergency Kit

Strip Light

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-STR-1 12W/m 1200lm/m 3000K / 4000K / 5000K / 6500K / 8000K / RGB Min. 80

IP54IP20 IP65 IP67IP40 IK08

COVE LIGHTING
Cove Lighting Series
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OUTDOOR 
LUMINAIRES
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TECHNICAL
LIGHTING
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TECHNICAL
LIGHTING
Street Lighting
Series
Compatible with international road 
lighting standards and various 
automation systems. It offers long-
lasting and energy-friendly lighting 
solutions.
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Ela M

OUTDOOR LUMINAIRES
Technical / Street Lighting

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLS-66 30 - 70 3750 - 8750 3000K / 4000K / 6500K Min. 80

W

L

H

Product Code / Dimensions (mm) L W H Weight (gr)

YLSE-66 620 250 110 4570

Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Nichia, Cree, Samsung

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Emergency Kit, Sensor

IP65 IK09
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLSE-XXX 30 - 160 3750 - 20000 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLSE-XXX 623 250 110 8820

Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Emergency Kit, Sensor

LW

H

Ela L

OUTDOOR LUMINAIRES
Technical / Street Lighting

IP66 IK09
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TECHNICAL
LIGHTING
Floodlighting
Series
Provides high rate lumen lighting 
solutions for outdoor use with its strong 
body, long life, and energy-saving 
components.
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Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Sensor, DMX

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-XXX 30 - 100 3750 - 12500 3000K / 4000K / 6500K / RGB Min. 80

Eva S

OUTDOOR LUMINAIRES
Technical / Floodlighting

IP66 IK09

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-XXX 280 330 66 6900

H

L

W
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Eva M

OUTDOOR LUMINAIRES
Technical / Floodlighting

Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Sensor, DMX

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-XXX 100 - 200 12500 - 25000 3000K / 4000K / 6500K / RGB Min. 80

IP66 IK09

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-XXX 470 450 66 7090
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Eva L

OUTDOOR LUMINAIRES
Technical / Floodlighting

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-XXX 200 - 400 25000 - 40000 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-XXX 530 470 66 9340

Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Sensor, DMX

IP66 IK09
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-MS-050 25 - 45 3750 - 6250 3000K / 4000K / 6500K Min. 80

H

L

W

Eris 1

OUTDOOR LUMINAIRES
Technical / Floodlighting

Nominal Voltage 220-240 VAC

Body Materials Aluminum Extrusion

Optics PMMA Injection

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP67

Optional Dimmer, DALI, Sensor

IP67 IK08

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-MS-050 285 95 195 2000
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-MS-100 45 - 85 6250 - 12500 3000K / 4000K / 6500K Min. 80

H

L

W

Eris 2

OUTDOOR LUMINAIRES
Technical / Floodlighting

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-MS-100 285 225 165 3500

Nominal Voltage 220-240 VAC

Body Materials Aluminum Extrusion

Optics PMMA Injection

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP67

Optional Dimmer, DALI, Sensor

IP67 IK08
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-MS-150 85 - 135 12500 - 18750 3000K / 4000K / 6500K Min. 80

H

L

W

Eris 3

OUTDOOR LUMINAIRES
Technical / Floodlighting

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-MS-150 285 235 260 4700

Nominal Voltage 220-240 VAC

Body Materials Aluminum Extrusion

Optics PMMA Injection

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP67

Optional Dimmer, DALI, Sensor

IP67 IK08
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-MS-200 135 - 185 18750 - 25000 3000K / 4000K / 6500K Min. 80

H

L

W

Eris 4

OUTDOOR LUMINAIRES
Technical / Floodlighting

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-MS-200 320 285 270 7150

Nominal Voltage 220-240 VAC

Body Materials Aluminum Extrusion

Optics PMMA Injection

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP67

Optional Dimmer, DALI, Sensor

IP67 IK08
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-MS-300 185 - 275 25000 - 37500 3000K / 4000K / 6500K Min. 80

H

L

W

Eris 6

OUTDOOR LUMINAIRES
Technical / Floodlighting

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-MS-300 470 285 270 10725

Nominal Voltage 220-240 VAC

Body Materials Aluminum Extrusion

Optics PMMA Injection

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP67

Optional Dimmer, DALI, Sensor

IP67 IK08
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-MS-400 275 - 375 37500 - 50000 3000K / 4000K / 6500K Min. 80

H

L

W

Eris 8

OUTDOOR LUMINAIRES
Technical / Floodlighting

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-MS-400 625 285 270 14750

Nominal Voltage 220-240 VAC

Body Materials Aluminum Extrusion

Optics PMMA Injection

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP67

Optional Dimmer, DALI, Sensor

IP67 IK08
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TECHNICAL
LIGHTING
Industrial 
Lighting Series
Provides full package multifunctional 
lighting solutions for every kind of 
productivity areas.
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Lupus Series

OUTDOOR LUMINAIRES
Technical / Industrial Lighting

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-MH-150 100 - 180 12500 - 22500 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-MH-150 310 240 237 4750

Nominal Voltage 220-240 VAC

Body Materials Aluminum Extrusion

Optics PMMA Injection

Beam Angle Optional

Led Options Osram, Seoul, Cree, Samsung

Class I

Ingress Protection IP67

Optional Dimmer, DALI, Sensor

IP67 IK08
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Carina Series

OUTDOOR LUMINAIRES
Technical / Industrial Lighting

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-150Y 100 - 150 125000 - 18750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-150Y 1310 220 72 9000

Nominal Voltage 220-240 VAC

Body Materials Sheet Metal

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seul, Samsung

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Sensor

IP65 IK08
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Sirius Series

OUTDOOR LUMINAIRES
Technical / Industrial Lighting

W

H

L

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLP-150F 100 - 150 125000 - 18750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLP-150F 333 333 91 6650

Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics PMMA Diffuser

Beam Angle Optional

Led Options Osram, Seul, Cree, Samsung

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Sensor

IP66 IK08
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Eta Series

OUTDOOR LUMINAIRES
Technical / Industrial Lighting

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-ETA-060 17 2125 3000K / 4000K / 6500K Min. 80

YL-ETA-120 35 - 55 4375 - 6875 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-ETA-060 680 100 100 700

YL-ETA-120 1280 100 100 1400

Nominal Voltage 220-240 VAC

Body Materials Plastic Injection

Optics Plastic Injection

Led Options Osram, Seul, Cree, Samsung

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Emergency Kit, Sensor

IP65 IK08
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Pollux

OUTDOOR LUMINAIRES
Technical / Industrial Lighting

L

W

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-KNP-100 100 - 150 12500 - 18750 3000K / 4000K / 6500K Min. 80

YL-KNP-200 150 - 200 18750 - 25000 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-KNP-100 375 (Optional) 375 (Optional) 98 4500

YL-KNP-200 425 (Optional) 425 (Optional) 98 5500

Nominal Voltage 220-240 VAC

Body Materials Sheet Metal

Optics PMMA Injection

Beam Angle Optional

Led Options Osram, Seul, Cree, Samsung

Class I

Ingress Protection IP67

Optional Dimmer, DALI

IP67 IK08
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ARCHITECTURAL
Uplighting / 
In-Ground
Series
Makes the natural scene fabulous with 
easy applicable supporting lighting 
solutions.
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Puppis

OUTDOOR LUMINAIRES
Architectural / Uplighting / In-Ground

W

H

L

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-GRD-01 3 270 3000K / 4000K / 6500K / RGB Min. 80

YL-GRD-02 10 900 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-GRD-01 80 80 61 1250

YL-GRD-02 185 185 170 2830

Nominal Voltage 220-240 VAC

Body Materials Stainless Steel

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Nichia, Cree

Class I 

Ingress Protection IP65 - IP67

IP65 IP67 IK09
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Tucana

IK09

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-G1 3 - 6 270 - 540 3000K / 4000K / 6500K / RGB Min. 80

YL-G2 6 - 12 540 - 1080 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-G1 48 48 44 700 - 1350

YL-G2 96 96 80 1400 - 2000

IP65 IP67

W

H

L

Nominal Voltage 220-240 VAC

Body Materials Stainless Steel

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Cree

Class I 

Ingress Protection IP65 - IP67

OUTDOOR LUMINAIRES
Architectural / Uplighting / In-Ground
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Tucana 2

L

W

H

Nominal Voltage 220-240 VAC

Body Materials Stainless Steel

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

 Ingress Protection IP65 - IP67

Optional Dimmer, DALI

IK09

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-G3 3 - 6 270 - 540 3000K / 4000K / 6500K / RGB Min. 80

YL-G4 6 - 12 540 - 1080 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-G3 48 48 44 700-1350

YL-G4 96 96 80 1400-2000

IP65 IP67

OUTDOOR LUMINAIRES
Architectural / Uplighting / In-Ground
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Taurus

Nominal Voltage 220-240 VAC

Body Materials Stainless Steel with housing box

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Nichia, Cree

Class I

Ingress Protection IP65 - IP67

Optional Dimmer, DALI, DMX

IK08

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-GM-09 9 - 24 1125 - 2880 3000K / 4000K / 6500K / RGB Min. 80

YL-GM-18 24 - 36 2880 - 4500 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-GM-09 400 90 70 4500

YL-GM-18 400 160 90 6000

IP65 IP67

L

W

H

OUTDOOR LUMINAIRES
Architectural / Uplighting / In-Ground
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ARCHITECTURAL
Uplighting
Makes the natural scene fabulous with 
easy applicable supporting lighting 
solutions.
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H

 L

Spike

OUTDOOR LUMINAIRES
Architectural / Uplighting

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BA-09 9 1080 3000K / 4000K / 6500K Min. 80

YL-BA-18 18 2160 3000K / 4000K / 6500K Min. 80

Nominal Voltage 220-240 VAC

Body Materials Aluminum Casting

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Nichia, Cree

Class II

Ingress Protection IP65 - IP67

Optional Dimmer, DALI, Sensor

IK08

Product Code / Dimensions (mm) L W H H1     Weight (gr)

YL-BA-09 124 124 87,5 315 1500

YL-BA-18 172 172 103,5 325,5 2500

IP65 IP67
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Nu

OUTDOOR LUMINAIRES
Architectural / Uplighting

L

H

W
 

Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics Osram, Seoul, Nichia, Cree

Beam Angle Optional

Led Options I

Class IP65 - IP67

Ingress Protection Dimmer, DALI

IK08

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-K2 12 - 24 1500 - 3000 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-K2 145 235 235 1500

IP65 IP67
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ARCHITECTURAL
Pool Lighting
Series
Provides unique experience of night 
swimming.
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Halos

OUTDOOR LUMINAIRES
Architectural / Pool Lighting

W

H

L

Nominal Voltage 220-240 VAC

Body Materials Stainless Steel

Optics Tempered Glass

Beam Angle Optional

Led Options Osram, Seoul, Nichia, Cree

Class I

Ingress Protection IP68

Optional Dimmer, DALI, DMX

IK08

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-HVZ-01 3 270 3000K / 4000K / 6500K / RGB Min. 80

YL-HVZ-02 9 810 3000K / 4000K / 6500K / RGB Min. 80

YL-HVZ-03 18 16200 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-HVZ-01 90 90 70 750

YL-HVZ-02 150 150 70 1350

YL-HVZ-03 185 185 86 1850

IP68
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Tegmen

OUTDOOR LUMINAIRES
Architectural / Pool Lighting

H

L

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-HVZ-04 18 - 36 2250 - 4500 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-HVZ-04 465 465 85 1400

Nominal Voltage 220-240 VAC

Body Materials Plastic Injection

Optics PMMA Injection

Led Options Osram, Seoul, Nichia, Cree

Class I

Ingress Protection IP68

Optional DALI, DMX

IP68 IK08
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ARCHITECTURAL
Aplique /
Surface Mounted
With its aesthetic and elegant structure, 
it presents functional lighting solutions 
by creating rich effects on various areas.
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Artlia

OUTDOOR LUMINAIRES
Architectural / Aplique  / Surface Mounted

W

L

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-APL-01 4 - 8 480 - 960 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-APL-01 360 120 45 1650

Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics PMMA Diffuser

Led Options Osram, Seoul, Nichia, Cree

Class II

Ingress Protection IP65

Optional Dimmer, DALI

IP65 IK08
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Ara

OUTDOOR LUMINAIRES
Architectural / Aplique  / Surface Mounted

L

H

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-APL-02 3 - 6 360 - 720 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-APL-02 285 160 85 1300

Nominal Voltage 220-240 VAC

Body Materials Sheet Metal

Optics Acrylic Pipe

Led Options Osram, Philips

Class II

Ingress Protection IP20

Optional Dimmer, DALI

IP20 IK08
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Delta

OUTDOOR LUMINAIRES
Architectural / Aplique  / Surface Mounted

H

L

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-APL-03 14 - 25 1750 - 3125 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-APL-03 90 90 510 1750

Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP40

IP40
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Lambda

OUTDOOR LUMINAIRES
Architectural / Aplique  / Surface Mounted

 

L
W

H

L
 

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-APL-06 6 - 12 750 - 1875 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-APL-06 150 225 150 1750

Nominal Voltage 220-240 VAC

Body Materials Sheet Metal

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

IP65 IK08
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Draco

OUTDOOR LUMINAIRES
Architectural / Aplique  / Surface Mounted

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-UD-01 6 - 15 720 - 1875 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-UD-01 156 119 250 1300

Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

IP65 IK08

H

W

L
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Regor

OUTDOOR LUMINAIRES
Architectural / Aplique  / Surface Mounted

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-UD-02 6 - 15 720 - 1875 3000K / 4000K / 6500K Min. 80

Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Nichia, Cree

Class I

Ingress Protection IP65

IP65 IK08

Product Code / Dimensions (mm) L W H Weight (gr)

YL-UD-02 156 114 250 1000

H

W

L
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Leo

OUTDOOR LUMINAIRES
Architectural / Aplique  / Surface Mounted

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-APL-08 5 - 12 600 - 1440 3000K / 4000K / 6500K Min. 80

Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

IP65 IK08

Product Code / Dimensions (mm) L W H Weight (gr)

YL-APL-08 220 95 42 1300
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Lyra

OUTDOOR LUMINAIRES
Architectural / Aplique  / Surface Mounted

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-APL-09 3 - 10 360 - 1200 3000K / 4000K / 6500K Min. 80

Nominal Voltage 220-240 VAC

Body Materials Aluminum

Optics PMMA Diffuser

Led Options Osram, Seoul, NCree

Class II

Ingress Protection IP65

Product Code / Dimensions (mm) L W H Weight (gr)

YL-APL-09 180 180 36 1350

IP65 IK08

206 207www.yildiz-led.com.tr



ARCHITECTURAL
Aplique /
Recessed
With its aesthetic and elegant structure, 
it presents functional lighting solutions 
by creating rich effects on various areas.
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Cetus

OUTDOOR LUMINAIRES
Architectural / Aplique  / Recessed

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-APL-10 5 - 10 600 - 1440 3000K / 4000K / 6500K Min. 80

Nominal Voltage 220-240 VAC

Body Materials Aluminum with housing box

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class II

Ingress Protection IP65

Product Code / Dimensions (mm) L W H Weight (gr)

YL-APL-10 85 85 50 1650

IP65 IK08

L

W

H
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Ivar

OUTDOOR LUMINAIRES
Architectural / Aplique  / Recessed

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-APL-10 3 - 10 360 - 1200 3000K / 4000K / 6500K Min. 80

Nominal Voltage 220-240 VAC

Body Materials Aluminum with housing box

Optics PMMA Diffuser

Led Options Osram, Seoul, Nichia, Cree

Class II

Ingress Protection IP65

Product Code / Dimensions (mm) L W H Weight (gr)

YL-APL-11 115 115 105 1650

L H

W

IP65 IK08
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Mensa

OUTDOOR LUMINAIRES
Architectural / Aplique  / Recessed

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-APL-12 5-12 600 - 1440 3000K / 4000K / 6500K Min. 80

Nominal Voltage 220-240 VAC

Body Materials Stainless Steel with housing box

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class II

Ingress Protection IP65

Product Code / Dimensions (mm) L W H Weight (gr)

YL-APL-12 130 - 255 76 90 1650

IP65 IK08
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ARCHITECTURAL
Landscape /
Bollard Series
Provides lighting solutions compatible 
with urban textures to create a good 
variety and combination in  hard 
landscaping.
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Girtab

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-01 10 1200 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-01 540 30 1000 (Optional) 5000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65
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Heka

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-02 10 1200 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-02 1080 30 330 (Optional) 5000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

220 221www.yildiz-led.com.tr



H

W

L

Enif

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-03 10 - 25 1200 - 2000 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-03 150 150 900 (Optional) 7000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65
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Misam

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-04 10 1200 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-04 140 140 800 (Optional) 7000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Led Options Osram, Citizen, Cree

Class I

Ingress Protection IP65
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Tureis

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

L

W

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-05 10 - 20 1200 - 2400 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-05 150 150 900 (Optional) 7000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Led Options Osram, Seoul, Nichia, Cree

Class II

Ingress Protection IP65
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Electra

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-06 15 1875 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-06 80 120 1000 (Optional) 7000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65
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Elnath

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-07 15 1875 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-07 120 300 1000 (Optional) 7000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

230 231www.yildiz-led.com.tr



LW

H

Rana

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-08 15 1875 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-08 200 120 1000 (Optional) 7000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

232 233www.yildiz-led.com.tr



L W

H

Skat

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-09 30 3700 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-09 400 120 1000 (Optional) 7500

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65
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Grassias

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-10 10 1200 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-10 150 (Optional) 150 (Optional) 1000 (Optional) 7000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65
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Porrima

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-11 10 1200 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-11 150 150 1000 (Optional) 7000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65
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Vega

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

 
W

L

H

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-12 20 2400 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-12 114 114 1000 (Optional) 5000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile and Acrylic Pipe

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional DMX
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Trust

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

H

H1

L

 W

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-13 16 2000 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H H1 Weight (gr)

YL-BLD-13 144 80 600 (Optional) 780 (Optional) 5000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile and Acrylic Pipe

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65
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Merga

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-14 10 1200 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-14 150 150 1000 (Optional) 6000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI
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Yonakob

OUTDOOR LUMINAIRES
Architectural / Landscape / Bollard

L

H

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-BLD-15 8 720 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-BLD-15 75 114 2700 (Optional) 15000

IP65 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile and Acrylic Pipe

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65
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ARCHITECTURAL
Landscape & 
Decorative Poles
Series
Provides lighting solutions compatible 
with urban textures to create a good 
variety and combination in  hard 
landscaping.
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Neso

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 70 3750 - 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 600 600 2500-5000 (Optional) 10000

IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile 

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Smart City Node, Sensor
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Janus

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 70 3750 - 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 875 725 2500-5000 (Optional) 10000

IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile 

Optics Tempered Glass

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Smart City Node, Sensor
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Grus

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles
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L

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 70 3750 - 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 460 500 2500-5000 (Optional) 8000

IP66 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor

254 255www.yildiz-led.com.tr



H

W

W

L

Ursa

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 70 3750 - 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 600 600 2500-5000 (Optional) 8000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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Spica

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 70 3750 - 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 845 845 2500-5000 (Optional) 5000

IP66 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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L

145x80

258 259www.yildiz-led.com.tr



W

H
145x80
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Pleidas

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 120 3750 - 18750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 845 845 2500-7000 (Optional) 5000

IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Smart City Node, Sensor
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145x80

Vela

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 120 3750 - 18750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 845 845 2500-7000 (Optional) 5000

IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Smart City Node, Sensor
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145x80

Pictor

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 70 3750 - 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 1100 600 2500-6000 (Optional) 5000

IP66 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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Serpens

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 60 - 150 7500 - 18750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 80 2000 2500-6000 (Optional) 5000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Diffuser

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Sensor
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Zosma

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 70 3750 - 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 80 1000 2500-6000 (Optional) 5000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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Corvus

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

L

H

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 90 - 180 11250 - 22500 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 1250 80 2500-6000 (Optional) 4000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Sensor
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Gemini

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

L

H

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 70 3750 - 8750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 1000 80 2500-6000 (Optional) 2000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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Dorado

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

L

H

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 75 - 135 9375 - 16875 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 120 80 2500-6000 (Optional) 5000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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Delphinus

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

L
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W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 75 - 135 9375 - 16875 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 1600 80 2500-6000 (Optional) 5000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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Perseus

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 75 - 135 9375 - 16875 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 2500 160 2500-6000 (Optional) 5000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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Octans

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 3750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 200 200 2500-6000 (Optional) 2000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Nichia, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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Chamaeleon

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 3750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 200 200 2500-6000 (Optional) 2000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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Phoneix

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 75 3750 - 9375 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES
114 - 139 - 150 - 219 
(Optional)

114 - 139 - 150 - 219 
(Optional)

2500 - 5000
(Optional)

5000

IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics Acrylic Pipe

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Sensor
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Hydra

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 50 3750 - 6250 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES
114 - 139 - 150 - 219 
(Optional)

114 - 139 - 150 - 219 
(Optional)

2500 - 5000
(Optional)

5000

IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics Acrylic Pipe

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI, Sensor
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Denebola

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 75 3750 - 9375 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES
114 - 139 - 150 - 219 
(Optional)

114 - 139 - 150 - 219 
(Optional)

2500 - 5000
(Optional)

5000

IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Optics Acrylic Pipe

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI
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Pruva

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

L L

H

W

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 30 - 180 3750 - 22500 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 3000 - 6000 400 2500 - 6000 (Optional) 5000

IP66 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum or Steel Profile

Led Options Osram, Seoul, Nichia, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI

290 291www.yildiz-led.com.tr



Auriga

OUTDOOR LUMINAIRES
Architectural / Landscape & Decorative Poles

W

H

L

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 300 - 540 37500 - 67500 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES Optional Optional 3000 - 6000 (Optional) 5000

IP66 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum Profile 

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI, Smart City Node, Sensor
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ARCHITECTURAL
High-Mast
Lighting Series
Widen the scope of lighting area with 
high technology luminaire structures.
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Caelum

OUTDOOR LUMINAIRES
Architectural / High-Mast Lighting
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L

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 500 - 1000 62500 - 125000 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES Optional Optional 8000 - 18000 (Optional) 70000

IP66 IK09
Nominal Voltage 220-240 VAC

Body Materials Aluminum  

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP66

Optional Dimmer, DALI
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Crux
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 50 - 350 7500 - 43750 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 196 76 6000 - 15000 (Optional) 3000

IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI

OUTDOOR LUMINAIRES
Architectural / High-Mast Lighting
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Bootes
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YLD SERIES 240 - 720 30000 - 90000 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YLD SERIES 300 200 6000 - 15000 (Optional) 3000

IP65 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum Injection

Optics PMMA Injection

Led Options Osram, Seoul, Cree

Class I

Ingress Protection IP65

Optional Dimmer, DALI

OUTDOOR LUMINAIRES
Architectural / High-Mast Lighting
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ARCHITECTURAL
Facade Lighting
Series
Creates a marvelous attraction on 
buildings with various luminaire fixtures.
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Alioth

OUTDOOR LUMINAIRES
Architectural / Facade Lighting

W
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-DT 1.2 - 6.5 120 - 650 3000K / 4000K / 6500K Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-DT 60 60 56,5 84

IP67 IK08
Nominal Voltage 220-240 VAC

Body Materials Plastic Injection

Optics Plastic Injection

Led Options Osram, Seoul, Nichia, Cree

Class I

Ingress Protection IP67

Optional Dimmer, DALI, DMX
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Neon LED

Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-SRT-2 14,4W/m 100lm/m 3000K / 4000K / 5000 / 6500 / 8000K / RGB Min. 80

IP65 IP67 IP68 IK08
Nominal Voltage 220-240 VAC

Led Options Osram, Samsung

Ingress Protection IP65, IP67, IP68

OUTDOOR LUMINAIRES
Architectural / Facade Lighting
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Citala
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-AYN-50C 17 2125 3000K / 4000K / 6500K / RGB Min. 80

YL-AYN-100C 35 4375 3000K / 4000K / 6500K / RGB Min. 81

Product Code / Dimensions (mm) L W H Weight (gr)

YL-AYN-50C 500 50 50 350

YL-AYN-100C 1000 50 50 750

IP67 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum Extrusion Plastic

Optics Injection

Led Options Osram, Seoul, Cree

Ingress Protection IP67

Optional Dimmer, DALI, DMX

OUTDOOR LUMINAIRES
Architectural / Facade Lighting
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Dalim
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-FL 6 - 24 750 - 3000 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-FL 250 - 3000 29,25 29,25 1000

IP67 IK08
Nominal Voltage 220-240 VAC

Body Materials Plastic Injection

Optics Plastic Injection

Led Options Osram, Seoul, Cree

Ingress Protection IP67

Optional Dimmer, DALI, DMX

OUTDOOR LUMINAIRES
Architectural / Facade Lighting
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Diwo
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Product Code Power Consumption (W) Output Lumen (lm) Correlated Color Temperature (CCT) Color Rendering Index (CRI)

YL-FL2 6 - 24 750 - 3000 3000K / 4000K / 6500K / RGB Min. 80

Product Code / Dimensions (mm) L W H Weight (gr)

YL-FL2 250 - 3000 30 40 1200

IP67 IK08
Nominal Voltage 220-240 VAC

Body Materials Aluminum Extrusion

Optics Plastic Injection

Led Options Osram, Seoul, Cree

Ingress Protection IP67

Optional Dimmer, DALI, DMX

OUTDOOR LUMINAIRES
Architectural / Facade Lighting
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INTELLIGENT
LIGHTING
Harmonizes high technology and green world 
opportinutes with  smart city solutions. Aiming to 
leave a clean and sustainable energy to the next 
generations.
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Green Lighting
Series
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Solar Lighting

Diya

INTELLIGENT LIGHTING
Green Lighting

What Makes Up Solar Street Lights

Solar-powered street lights are composed by:
Solar panel
In charge of converting the sunlight into electricity.
Lighting fixture
The primary light source is LEDs.
LEDs are around 50% more efficient than their counterparts, the conventional High-
Pressure Sodium Fixtures (HPSF), delivering higher luminosity with lower energy 
consumption.
Rechargeable battery
The energy produced by the panel during the day is stored in a battery, so it is available to 
be used at night.
Pole
Poles will hold the solar light arrangement on-site, and panels might go on top of the light 
or integrated to the pole structure.

Advantages of solar-powered street lights

Here are some of the major advantages of solar power street lights. 

1. Install them anywhere
They are perfectly suitable for any exterior light requirement.
•	 Street and roadways
•	 Pathways
•	 Parking lots
•	 Perimeter security
•	 Parks
•	 Signals

2. Saving money
Solar-powered street lights have almost no operating cost associated. Just put the lights up and leave the rest 
to the sun.

Since they work with LEDs, bulbs do not need to be changed as frequently as with conventional lighting.

3. Minimized risk of accidents
Solar-powered street lights do not have external wires, given that they are not connected to the grid. The 
personnel who fix street lights will be safer while working with these.

Elba
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4. Environment-friendly
Solar canopy lighting only depends on the sun for operation. For this reason, the carbon footprint associated 
with public lighting is eliminated.

5. Grid independent
Since solar-powered street lights produce their energy, out of grid reach areas can seize this feature and count 
on street lighting. 

How do solar public lights work?
As you might imagine, the solar canopy lighting principle is the same as with any other system that involves 
solar panels.

The solar cells in the panel seize the energy from the sun during the day. That energy is converted into 
electricity and stored in the battery.

Why LEDs?

Well, LEDs have a few attributes that make them superior over common High-Pressure Sodium Lamps (HPSL).

LEDs consume much less energy than any other commercially available lighting technology. Typical source efficiency 
circles around 80 – 130 lumens/watt.

Also, they emit light directionally, i.e. over 180º, contrarily to common lamps which emit it at 360º.

LEDs kick out the need to redirect or reflect light, leading to far fewer losses than with conventional lamps.

LEDs’ lifespan is also much larger than other lighting technology, which is one of the big myths about LED lighting.

You can easily bet on an LED lasting up to 60,000 hours. Some of them even go up to 100,000 hours or more.

They also offer very high light quality with very low maintenance costs and hassle.

The fact that LEDs are more efficient than traditional lamps, implies smaller solar panels size.

Felis Gloas Hunor

INTELLIGENT LIGHTING
Green Lighting
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Smart City
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Smart Street Lamp + Internet of things + Cloud Platform:

•	 In composed of street public infrastructure network platform, with modern information technology and sensor 
technology in wireless communication / 4,5G the formation of information sensing and transmission network; to smart 
city operating system as the backstage management to achieve large data environment interaction of intelligent lighting, 
intelligent security, wireless city, information dissemination, and other smart city management core functions, to provide 
value-added services for the city wisdom.

Smartie

WIRELESS 
CONTROLLER

LAMP 
CONTROLLER

LAMP 
CONTROLLER

INTERNET 
GPRS/4.5G

ETHERNET

GATEWAY

Wi-Fi

Environmental 
technology and 
efficiency... Lighting

INTELLIGENT LIGHTING
Smart City
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Factory:
Selpa Sanayi Sitesi Dağyaka Mah. 
2038. Cad. No : 4/5-1 
Kahramankazan / Ankara

Tel:   +90 (312) 395 88 34  
Fax: +90 (312) 395 84 63  

E-mail: info@yildiz-led.com.tr
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